SPECIFICATION FOR PINEWOOD VALLEY DEVELOPMENT
COMMUNAL AREAS

Exterior parking
Frost proof block paving, with gated entrance
Area in front of main entrances

Frost proof block paving
Flooring

Staircase – Grasse Ceramic tiles (staircase tiles)

Hallways - Grasse Ceramic tiles

Windows

Gealan double glazed UPVC, golden oak in colour

Entrance doors

Gealan double glazed UPVC, golden oak in colour

Internal renderings

Lime – cement stucco, white paint

Sheet metal works

Copper sheeting

APARTMENTS

Floor
Lobby - Laminate parquet, 8mm

Bathroom - Ceramic paving, electric under floor heating heated by means of electric

Habitable rooms - Laminate parquet, 8mm

Balcony / terrace - Frost proof ceramic paving, socle

Entrance door

Gealan double glazed UPVC fireproof with security armoring, fireproof metal doorframe and massif finishing

Internal doors

Wooden compartment full, metal doorframe and massif finishing

For balcony / terrace - Gealan UPVC, white in colour

Internal sills

Gealan UPVC, white in colour

Sanitary ceramics

WC – Manufactured by Jika
Bath - Acryl ate
Wash basin - Manufactured by Jika, built in with ceramic tiling

Heating

Copper distributions, plate radiators with thermostatic valves, electric under floor heating in bathroom, programmable thermostat

Distributions of electricity

Main distributor frame in lobby, distribution for appliances in the kitchen, lighting on balconies and terraces

Weak – current distributions

House electric door opener with security telephone
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